The Event Counters feature in Boston Scientific pacemakers feature counts and records, and display a variety of data, including the total number of paced and sensed events. The Histograms feature displays a graphical representation of the counter data and provides the amount of time that the device has spent pacing and sensing at various rates. Event Counters and Histograms are available by selecting Therapy History on the ZOOM® LATITUDE® Programmer.

Event Counters

The Paced and Sensed Event Counters (Figure 1) record the number of intrinsic and paced events that occur during an event recording period. This period begins with the last time the Counters were reset by the clinician and ends when the data set is retrieved from the pacemaker during a telemetry session.

Three sets of event counters are available for review (Figure 2) by pressing the Paced and Sensed Details icon (Figure 1):

1. Atrial-only events
2. Ventricular-only events
3. Combination Atrial-Ventricular (A-V) events

NOTE: These data are provided as both a percentage of the total events and a total count since the last reset.

Contact Information

Americas

(Caribbean, and Central, North, and South America)

www.bostonscientific.com

Technical Services

LATITUDE® Customer Support

1.800.CARDIAC (227.3422)

+1.651.582.4000

Customer Support

1.866.484.3268

Europe, Middle East, Africa

Technical Services

+32 2 416 7222
eurtechservice@bsci.com

LATITUDE Clinician Support

latitude.europe@bsci.com

Asia Pacific

Technical Services

+61 2 8063 8299
aptechservice@bsci.com

LATITUDE Customer Support

latitude.asiapacific@bsci.com

japan.latitude@bsci.com

(Japan)

© 2013 by Boston Scientific Corporation or its affiliates. All rights reserved.
Events Counted

The events that are counted are:

- **Atrial-only events**: Counted from the atrial channel and assigned to either the paced or sensed bin.
- **Ventricular-only events**: Counted from the ventricular channel and assigned to either the paced or sensed bin.
- **Combination A-V events**: Counted from the ventricular channel, and then categorized in the following sequence based upon the preceding atrial event:
  1. The ventricular event is designated as either paced or sensed.
  2. The atrial event immediately preceding the ventricular event is classified as either paced or sensed.
  3. The overall A-V combination is assigned to one of four possible A-V pace/sense bins (Figure 2).

Comparing Counter Data

When evaluating counter data, the following should be considered:

- The total of the combination A-V event counters will always match the total of the ventricular-only event counters as both are counted from the same ventricular events (Figure 2).
- The total of the combination A-V event counters will not match the total of the atrial-only event counters unless there is perfect 1:1 A-V conduction in dual-chamber mode. In this scenario, every ventricular event is preceded by one and only one atrial event, resulting in matching counters.
- Occasionally, the total of the combination A-V event counters will not match the total of the atrial-only counters (Figure 2) because the atrium and the ventricle often work independently of each other. Examples of common situations resulting in dissociation of the counters include:
  - Atrial arrhythmias (more than one atrial event for each ventricular event)
  - Ventricular arrhythmias (more than one ventricular event for each atrial event)
  - **NOTE**: PVCs are not included in the ventricular pace/sense counters; they have their own counters.
  - Device programming to a single-chamber mode—AAI(R) or VVI(R)

Table 1 contains examples of counter results that may be observed in the clinical setting.

<table>
<thead>
<tr>
<th>Table 1. Examples of Counter Results in Various Programmed Modes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Example 1 A dual-chamber device programmed to DDI(R) mode in a patient with frequent atrial fibrillation</td>
</tr>
</tbody>
</table>

A large number of atrial-sensed events are recorded as a result of the patient’s atrial fibrillation. These data are not represented in the combination A-V event counters since those counters only recognizes the single atrial event immediately preceding the associated ventricular event.

<table>
<thead>
<tr>
<th>Paced and Sensed</th>
<th>Since Last Reset</th>
</tr>
</thead>
<tbody>
<tr>
<td>Atrial Paced</td>
<td>48 %</td>
</tr>
<tr>
<td>Atrial Sensed</td>
<td>52 %</td>
</tr>
<tr>
<td>Ventricular Paced</td>
<td>19 %</td>
</tr>
<tr>
<td>Ventricular Sensed</td>
<td>81 %</td>
</tr>
<tr>
<td>A-sensed / V-sensed</td>
<td>13 %</td>
</tr>
<tr>
<td>A-sensed / V-paced</td>
<td>19 %</td>
</tr>
<tr>
<td>A-paced / V-sensed</td>
<td>68 %</td>
</tr>
<tr>
<td>A-paced / V-paced</td>
<td>0 %</td>
</tr>
</tbody>
</table>

Counters do not match due to atrial fibrillation.
Example 2  A dual-chamber device programmed to VVI(R) mode

While the device is operating in VVI mode, even though a lack of atrial sensing prevents classification of combination A-V events, the A-V event counters are populated. This occurs because both V and AV counters count ventricular-only events. By default, the ventricular events are considered to have been preceded by atrial sensed events and are classified accordingly, even though no atrial data have been collected. Nevertheless, both totals are fully accurate. In addition, note that the totals are also equal.

<table>
<thead>
<tr>
<th>Paced and Sensed Since Last Reset</th>
</tr>
</thead>
<tbody>
<tr>
<td>Atrial Paced</td>
</tr>
<tr>
<td>Atrial Sensed</td>
</tr>
<tr>
<td>Ventricular Paced</td>
</tr>
<tr>
<td>Ventricular Sensed</td>
</tr>
<tr>
<td>A-sensed / V-sensed</td>
</tr>
<tr>
<td>A-sensed / V-paced</td>
</tr>
<tr>
<td>A-paced / V-sensed</td>
</tr>
<tr>
<td>A-paced / V-paced</td>
</tr>
</tbody>
</table>

In VVI mode, the V counters match the Combination A-V counters since the source data are the same.

Example 3  A dual-chamber device programmed to AAI(R) mode

While the device is operating in AAI mode, the A-V event counters are not populated, because they count ventricular activity.

<table>
<thead>
<tr>
<th>Paced and Sensed Since Last Reset</th>
</tr>
</thead>
<tbody>
<tr>
<td>Atrial Paced</td>
</tr>
<tr>
<td>Atrial Sensed</td>
</tr>
<tr>
<td>Ventricular Paced</td>
</tr>
<tr>
<td>Ventricular Sensed</td>
</tr>
<tr>
<td>A-sensed / V-sensed</td>
</tr>
<tr>
<td>A-sensed / V-paced</td>
</tr>
<tr>
<td>A-paced / V-sensed</td>
</tr>
<tr>
<td>A-paced / V-paced</td>
</tr>
</tbody>
</table>

V counters and Combination A-V counters are not populated (i.e., set at “0”) when the device is programmed to AAI Mode.

Histograms

Histograms provide a graphical representation of the atrial and ventricular paced and sensed events collected during the recording period. This information may facilitate diagnostic interpretation of cardiac activity.

Events are sorted into rate bins on the Histograms, with two different options for displaying the data, AV Histograms and Pace/Sense Histograms.

A-V Histograms show the type of ventricular events (paced or sensed) that follow atrial activity (Figure 3). The maximum Y-axis scale value (50% or 100%) is automatically determined by the maximum value in either the Ventricular Paced/ Ventricular Sensed bins (displayed on the Pace/Sense Histograms) or the Atrial Paced VP/VS bins (displayed on the A-V Histograms).

Pace/Sense Histograms show atrial paced and sensed events and ventricular paced and sensed events (Figure 4). The maximum Y-axis scale value (50% or 100%) is automatically determined by the maximum value in any of the Atrial or Ventricular bins (displayed on the Pace/Sense Histograms).
When the A-V Histograms are printed, sometimes an Atrial Sensed histogram bar that extends beyond the chart boundaries (Figure 5) is present. This will occur only if:

- The highest value of Ventricular Paced/Ventricular Sensed or Atrial Paced VP/VS events at any given rate is less than 50%, setting the maximum Y-axis scale value to 50% (rather than 100%), and
- Atrial sensed VP/VS events occurred with a frequency greater than 50% at any given rate. Because this value is greater than the set Y-axis scale value of 50%, the histogram bar will appear above the previously scaled Y-axis.

In this situation, the printed histogram differs from the histogram displayed on the programmer in the following manner:

- Programmer screen: the bar noted above is automatically truncated and does not extend beyond the top of the grid.
- Printout: the actual pacing percentage will be displayed, by going beyond 50%. Counters will also display the actual pacing percentage. Also, the bar will extend beyond the top of the grid as shown in Figure 5.

**NOTE:** This Y-axis scaling will not occur with the Pace/Sense Histograms because scale selection is based solely on a single maximum count (not on combinations).
ALTRUA® and INSIGNIA® Pacing Systems from Boston Scientific

Indications
Pacemaker indications include: symptomatic paroxysmal or permanent second- or third-degree AV block; symptomatic bilateral bundle branch block; symptomatic paroxysmal or transient sinus node dysfunction with or without associated AV conduction disorders; bradycardia-tachycardia syndrome, to prevent symptomatic bradycardia or some forms of symptomatic tachyarrhythmias; neurovascular (vaso-vagal) syndrome or hypersensitive carotid sinus syndromes. Adaptive-rate pacing is indicated for patients who may benefit from increased pacing rates concurrent with increases in minute ventilation and/or level of physical activity. Pacemakers' dual-chamber and atrial tracking modes are also indicated for patients who may benefit from maintenance of AV synchrony. Dual-chamber modes are specifically indicated for: conduction disorders that require restoration of AV synchrony, including varying degrees of AV block; VVI intolerance (e.g., pacemaker syndrome) in the presence of persistent sinus rhythm.

Contraindications
Pacemakers are contraindicated for the following patients under the circumstances listed: patients with unipolar pacing leads or in MV mode with an implanted ICD because it may cause unwanted delivery or inhibition of ICD therapy; use of the MV sensor in patients with only unipolar leads, because a bipolar lead is required in either the atrium or the ventricle for MV detection (INSIGNIA® Plus, ALTRUA® 20/40); MV mode in patients with both unipolar atrial and ventricular leads (INSIGNIA® Ultra, ALTRUA® 60); single-chamber atrial pacing in patients with impaired AV nodal conduction; atrial tracking modes for patients with chronic refractory atrial tachyarrhythmias, which might trigger ventricular pacing; dual-chamber and single-chamber atrial pacing in patients with chronic refractory atrial tachyarrhythmias; asynchronous pacing in the presence (or likelihood) of competition between paced and intrinsic rhythms.

Warnings
Refer to the product labeling for specific indications, contraindications, warnings/precautions and adverse events. Rx only.

Precautions
For specific information on precautions, refer to the following sections of the product labeling: General, Preparation for Use, Maintenance and Handling.

Adverse Effects
None known.

Refer to the product labeling for specific indications, contraindications, warnings/precautions and adverse events. Rx only.